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Suitable for all kind of stal
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SH200i

Nominal Load 225kg
Max. 750mm. width
Max. 900mm. depth

UPDATED
DESIGN

Platform stair-lift with better
design and new aesthetics.

EASY
TO INSTALL

A roller under the car makes
the assembling effortless.
Optional kit allows changing
the embarking from 90° to
180° once the platform is
installed.

SH300i

Nominal load 300kg
Max. 900mm. width
Max. 1250mm. depth

IMPROVED
PERFORMANCE

The opening and closing

of the platform is fully
automatic.*

The sturdy arms are parked
inside the folder floor.

All push buttons and holding
elements are adapted to PRM.
The folding seat is optional

*optional

SAFETY
FIRST

Complies with the new
machine directive and with
all safety aspects of the
European harmonized norm
EN 81-40
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Description: Inclined stair-lift platform for Persons with Reduce Mobility. Fully motorized opening and parking.
Suitable for wheelchair users of differents sizes and weights.

Norms: Complies with the nwe machine directive and with all safety aspects of the Eurppean harmonized norm EN 81-4

Model SH200i SH300i
Load 225 kg. 300 kg. . Zad
Dimensions 750x900 mm 900x1250 mm i

e .
Motor consumption 900W L= il Ar
Speed 0.1 m/s i s Lz A
Maximun travel 8m. (slope angle from horizontal line: 20° to 45°)

Power supply Single-phase, 230V 50/60 Hz

Type of drive: Hydraulic, 2:1 indirect acting, double cable suspensions
provided with safety gear and safety valve against over pressure and pipe
breaking.
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Folded

The platforms is also provided with a manual descending push button,
overload detector, anti-creep system on the upper floor, it parks the arms
inside the folding floor for a better anti-vandal protection and is equipped with
a backup power for rescue in case of power failure.

COP and push buttons: The car is provided with a push button for each direction of movement, a key to avoid unauthol
use, emergency stop button and overload device with light and sound indication.

The landing panels are also provided with a key and a call push button that automatically operates the opening motion o
platform. There is a second push button to close and park the platform with the arms folded inside

Installation: All needed mechanical and electrical elements required are delivered pre-assembled.
Car is fitted with hidden fix rollers under it in order to make the car-rail assembling easier.
The guide rails can be fixed directly to the wall or to the steps by means of pedestals. For long travels, these are delivere

sections for an easier transport and installation.
Optional features:

e 180° and 90° entrance, depending on the space surrounding the platform. We have a mofication kit consisting
and all required mechanisms that allows changing the embarking from 90° to 180° once the platform is installed

e Corrosion resistant and waterlight electrical material.
e Other colours on demand

Frontal Ramp
non collapsible

O
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Embarking 180°
(models SH200i et SH300i)

Front foldin g

Embarking 90°
(model SH200i)

Embarking 90°
(model SH300i)

Access. View with the left sic

* For more information on the sizes and dimensions, please refer to technical spec
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